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MIN./MAX. ALLOWABLE TEMPERATURE: 0/+40°C
MAX. ALLOWABLE PRESSURE: 13,5 bar
HIGHER PRESSURES POSSIBLE ON REQUEST

VOLUME 
(Ltr.)

MANTLE A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm) H (mm)
WEIGHT 

(kg)
990 1 1080 100 200 - - 200 - 80 250
1650 1 1580 150 200 - - 90 720 80 330
2700 1 2460 200 200 885 - 90 1600 80 470
3600 2 3190 200 200 1250 - 150 2210 150 600
4850 2 4220 200 200 1250 1040 770 2210 150 760
6400 3 5450 200 200 1115 2500 660 3500 150 960
7000 3 5980 200 200 1305 2650 760 3800 150 1040
9150 4 7740 200 200 1510 4000 1030 5000 150 1320
10000 5 8540 200 200 2065 3700 920 2x3000 150 1530
11300 5 9500 200 200 2390 4000 910 2x3500 150 1610

All dimension in the table are indicative only.

1 - SAFETY VALVE G 3/4"
2 - LEVEL GAUGE G 1/2"
3 - INPUT/OUTPUT G 1 1/4"
4 - INPUT/OUTPUT G 1"
5 - DRAINAGE G 1"
6 - DN 125
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